
* Simultaneous connection of up to four devices
  (Indicators, Calipers, Micrometers, Probes, etc.).
* Both Mitutoyo Digimatic & Quadrature devices
  supported on all four ports.
* Nearly any Digimatic gage (regardless of
  Manufacturer) supported.

* User-friendly & intuitive Android application for easy process
  monitoring and setup.
* Global footswitch makes triggering data update easy.
* Wide supply of voltage range (9V-24V).
* USB or AC adapter (AC adapter included).
* High quality, low profile enclosure.
* Custom made tablet stand.
* Bright LED power indication.
* Quality Color 7" Tablet with remote display Android App.
* USB & RS232 PC connection.
* Data logging/collection; can be saved as CSV file on Micro
  SD Card, E-mail or transfer to PC.
* Programmable auto request.
* Programmable auto Log/Data collection.
* Max., Min. & Freeze Hold in Quadrature.
* Travel Reverse.
* IN, MM & No Units setting.
* Programmable Ratios.
* View One, Two or Four channels.
* TIR in Quadrature setting with Min./Max..
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1372 REDEKER RD.,
DES PLAINES IL 60056
TEL: 847-827-7186
FAX: 847-827-0478
E-MAIL: SALES@DIALINDICATOR.COM
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VISIT US ON...

INTRODUCING THE NEW...

REMOTE READOUT

EASY TO READ DISPLAY
EASY DATA COLLECTION

Four Channel View


